Medallion Fence
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Medallion Fence

Series:
OXFORD™

Style:
ARISTOCRAT-AL

Single-Gates Openings as

ﬁ required 36", 48" or 60" ﬂ
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Post Setting 96" [2438mm (Inside Posts)

93-1/4" [2368mm] (Standard Panel Width)

3-7/8" (98mm)

= (Between Pickets)

8" (203mm) for 6-10'H
6" (152mm) for 4'5' H
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103" [2616mm] for 10 H
91" [2311mm] for ' H
79" [2007mm] for 8' H
67" [1702mm] for 7' H
55" [1397mm] for 6' H

46 1/2" [1181mm] for ' H
34 1/2" [876mm] for 4' H
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1-1/4" S
1-1/4" q

Sq Frame-Collar

2-1/2" Sq Post-Collar
c/w 1/2 Dia x 4" Hinge Bolt

1-1/4" Sq.
Gravity-Catch
(lockable)

Finger-Latch

Precision Punched Full
Tube For Picket Insertion
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Double-Gates
Openings as required
72", 96" or 120"
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| 8" (203mm) for 6-10'H
6" (152mm) for 4'-5' H
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103" [2616mm] for 10 H

67" [1702mm] for 7' H
55" [1397mm] for 6' H

46 1/2" [1181mm] for 5' H
34 1/2" [876mm] for 4' H
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e (ts2mm) for 51101
412" (114mm) for 45 H
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NOTE: Pickets can be
extended to accommodate
for changes in grade

BASE-PLATE (Optional)
Fence - Rail

4each x 16mm Dia
Holes-for Anchors

POST

5mm x 125mm x

6.35mm Base-Plate
CONCRETE

2-1/2" Sq Post-Collar 1-1/4" 1-1/4" Sq 1-1/4" Sq l-m
c/w 1/2 Dia x 4" Hinge Bolt Sq Frame-Collar  Gravity-Catch Finger-Latch
(Iockable)
Mult-Functional Swivel Bracket Wood/Masonry Wood/Masonry
Bracket Bracket Swivel Bracket
Protected By PICKET DETAIL ’ ‘ OPTIONAL POST CAPS

MATERIAL SPECIFICATIONS:

Alu-Tuff™
BY MEDALLION FENCE

(‘ Alu-Tuff™ sy

SPECIFICATIONS

TUBE COMPOSITION - POSTS , RAILS & PICKETS

Marine Grade Aluminum
© 6061-T6

MATERIAL DIMENSIONS

PICKET 3/4" x 3/4" (19mm x 19mm) .065 Wall
RAILS 1-1/2" x 1-1/2" (38mm x 38mm) .083 Wall
POSTS 2-1/2" x 2-1/2" (64mm x 64mm) .100 Wall

OPTIONAL POST (1)
REGULAR or BASE-PLATED

3" x 3" (76mm x 76mm) .188 Wall
requires cast aluminum mounting bracket

OPTIONAL POST (2)
REGULAR or BASE-PLATED

Larger profiles available — contact Medallion Fence

WELDS

Aluminum Mig Weld

FITTINGS

12 Gauge Stamp Forged Finish as below

FITTING FASTENERS

JS1000 Plated Finish as below

OPTIONAL FASTENER

Tamper Proof Nuts

FINISH

GRADE

Super Durable Polyester Powder Coat

OPTIONAL PRIMER

Zinc Rich Epoxy Powder Coat

OPTIONAL PRIMER(2)

E-Coat

STANDARD COLOUR

SEMI-GLOSS - BLACK

OTHER COLOURS

Green, Brown, White, Antique Silver

CUSTOM COLOURS

Per Specifications

STANDARD

&
1219mm

5 6" 7
1524mm | 1892mm (2134mm

8 9
2438mm |2743mm

10'
3048mm

HEIGHT

Custom heights are available (upon request)
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PYRAMID

Conventional

Maple Leaf

A

SPIRAL

‘ STANDARD GATES

Passage, Double Entry, Cantilever
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